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57 ABSTRACT

A system includes a GPS receiver that generates a signal that
is representative of a posted speed limit at a location where a
vehicle is located and a device that generates a signal that is
representative of an actual speed of the vehicle. A controller is
responsive to the GPS receiver signal and the actual speed
sensor signal for either (1) generating an alarm or (2) limiting
or otherwise controlling the speed of the vehicle when the
actual speed of the vehicle is greater than the posted speed
limit.

B60K 31/0058 19 Claims, 4 Drawing Sheets
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VEHICLE SPEED LIMITING AND/OR
CONTROLLING SYSTEM THAT IS
RESPONSIVE TO GPS SIGNALS

BACKGROUND OF THE INVENTION

This invention relates in general to systems that limit and/
or otherwise control the speed of a vehicle in accordance with
a desired maximum speed. In particular, this invention relates
to an improved structure for such a vehicle speed limiting
and/or controlling system that is responsive to signals gener-
ated from a global positioning satellite (GPS) system for
determining a desired maximum speed and that affirmatively
limits and/or otherwise controls the speed of the vehicle in
accordance with that predetermined maximum speed.

Many modern vehicles are provided with one or more
active safety and driver assist systems to improve safety and
enhance the driving experience. One important focus of these
systems is the speed at which a vehicle is operated. For
example, the speed at which an inexperienced driver operates
a vehicle may be of particular concern to the parent of the
driver or the owner of the vehicle.

In one known active safety system of this general type, the
actual speed of the vehicle is limited (i.e., prevented from
exceeding) and/or otherwise controlled (i.e., affirmatively
guided toward another speed) in accordance with a single
predetermined maximum speed. This single predetermined
maximum speed may be either permanently engaged by the
manufacturer of the vehicle at a factory-preset magnitude or
selectively engaged by the parent of the driver or the owner of
the vehicle by means a programmable controller, such as is
currently available under the Ford® MyKey® programmable
speed limiting system. In either event, the single predeter-
mined maximum speed is initially set at a desired magnitude.
Thereafter, when the vehicle is operated at this predetermined
maximum speed (or at a threshold speed that is a predeter-
mined differential from the predetermined maximum speed),
an alarm is generated to alert the driver. Additionally (or
alternatively), an electronic controller provided in the vehicle
is actuated to affirmatively limit and/or otherwise control the
speed of the vehicle relative to the predetermined maximum
speed.

Although these types of speed limiting and/or controlling
systems are effective, it is known that the maximum safe
speed at which a vehicle can be operated can vary in accor-
dance with the location where the vehicle is being operated.
For example, the maximum safe speed at which a vehicle can
be operated on an expressway is much higher than the maxi-
mum safe speed the same vehicle can be operated on a neigh-
borhood street. To address these differing operating environ-
ments, it is known to provide the vehicle with a speed limit
sign recognition system. Such as system includes a vehicle-
mounted camera that captures an image of a conventional
speed limit sign posted on the side of a road. The captured
image is fed to an image processor that generates a signal that
is representative of the posted speed limit displayed on the
speed limit sign. This posted speed limit signal is used to
either generate an alarm to alert the driver or affirmatively
limit and/or otherwise control the speed of the vehicle relative
to the predetermined maximum speed (or both) in the manner
described above. Unfortunately, these types of camera-based
speed limit sign recognition systems are relatively complex
and costly.

Unrelated to the above-described vehicle speed limiting
and/or controlling systems, many vehicles are provided with
a conventional global positioning satellite (GPS) navigation
device. These well known GPS navigation devices (which
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may either be provided as an integral part of the vehicle or as
a portable aftermarket unit) are programmed to display both
the current location of the vehicle on a displayed map and the
actual speed of the vehicle at that particular location. Addi-
tionally, some of these GPS navigation devices are further
programmed to both display the posted speed limit at the
current location of the vehicle and generate an alarm if the
actual speed of the vehicle exceeds the posted speed limit at
that location. However, conventional GPS navigation devices
do not affirmatively limit and/or otherwise control the speed
of the vehicle.

Thus, it would be desirable to provide an improved struc-
ture for a vehicle speed limiting and/or controlling system
addresses the issues discussed above.

SUMMARY OF THE INVENTION

This invention relates to an improved structure for a vehicle
speed limiting and/or controlling system that is responsive to
signals generated from a global positioning satellite (GPS)
system for determining a desired maximum speed and that
affirmatively limits and/or otherwise controls the speed of the
vehicle in accordance with that predetermined maximum
speed. The system includes a GPS receiver that generates a
signal that is representative of a posted speed limit at a loca-
tion where a vehicle is located and a device that generates a
signal that is representative of an actual speed of the vehicle.
A controller is responsive to the GPS receiver signal and the
actual speed sensor signal for either (1) generating an alarm or
(2) limiting or otherwise controlling the speed of the vehicle
when the actual speed of the vehicle is greater than the posted
speed limit.

Various aspects of this invention will become apparent to
those skilled in the art from the following detailed description
of the preferred embodiments, when read in light of the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of an improved structure for a
vehicle speed limiting and/or controlling system in accor-
dance with this invention.

FIG. 2A is a flow chart of a first portion of a first embodi-
ment of a method of operating the vehicle speed limiting
and/or controlling system illustrated in FIG. 1.

FIG. 2B is a flow chart of a second portion of the first
embodiment of the method of operating the vehicle speed
limiting and/or controlling system illustrated in FIG. 1.

FIG. 3 is a flow chart of a second embodiment of a method
of operating the vehicle speed limiting and/or controlling
system illustrated in FIG. 1.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Referring now to the drawings, there is illustrated in FIG. 1
a vehicle speed limiting and/or controlling system, indicated
generally at 10, in accordance with this invention. The illus-
trated system 10 includes a controller 11, which may be
embodied as any conventional microprocessor or other elec-
tronic control device. If desired, the controller 11 may be
embodied as part of a conventional vehicle system controller
that is provided within the vehicle and that typically coordi-
nates the functions of major sub-systems therein, such as the
engine, transmission, brakes, fuel supply, and the like.

The illustrated system 10 also includes a human-machine
interface 12 that is connected to the controller 11. The human-
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machine interface 12 is, of itself, conventional in the art and
may be embodied as any desired electronic device or circuit
that can allow a person to generate one or more signals to the
controller 11 that are representative of either (or both) ofa (1)
predetermined maximum speed at which the vehicle is to be
operated or (2) predetermined differential speed variance
from the predetermined maximum speed. The purposes of
these predetermined maximum speed and predetermined dif-
ferential speed variance signals will be explained below.

The illustrated system 10 further includes a GPS receiver
13. The GPS receiver 13 is, of itself, conventional in the art
and is adapted to receive signals from one or more global
positioning satellites and, in response thereto, generate one or
more signals to the controller 11 that are representative of the
posted speed limit at the current location of the road on which
the vehicle is being operated. The GPS receiver 13 may, if
desired, be embodied as a conventional GPS navigation
device, such as described above. The GPS receiver 13 may
either be provided as an integral part of the vehicle or as a
portable aftermarket unit, including a cellular phone, tablet
computer, or similar portable electronic device having GPS
capabilities.

The illustrated system 10 also includes an actual vehicle
speed sensor 14. The actual speed sensor 14 is, of itself,
conventional in the art and is adapted to generate one or more
signals to the controller 11 that are representative of the actual
speed of the vehicle. For example, the actual speed sensor 14
may be embodied as a stand-alone sensor that is responsive to
the rotation of a wheel or other component of the vehicle for
generating the actual vehicle speed signal. If desired, how-
ever, the actual vehicle speed signal can be obtained directly
from the controller 11 or some other existing component on
the vehicle, in which instance the need for a separate actual
speed sensor 14 would be obviated. Alternatively, the actual
speed signal can be obtained directly from the GPS receiver
13, as described above, in which instance the need for a
separate actual speed sensor 14 would also be obviated. As
used herein, the terms “actual speed sensor” and “actual
speed signal” are intended to cover all of these structures.

The illustrated system 10 includes two output mechanisms.
First, the system 10 includes a speed warning alarm 15. The
speed warning alarm 15 is, of itself, conventional in the art
and is adapted to generate an indication to the driver that the
actual speed of the vehicle is at or above a predetermined
speed, as will be explained below. The speed warning alarm
15 may be of any desired nature including, but not limited to,
audible alarms (such as the sounding of a beep or the playing
of a recorded message), visual alarms (such as constant light
or a flashing light), or tactile alarms (such as a vibration of the
accelerator pedal or driver’s seat), as well as any combination
thereof. Second, the system 10 includes a speed control actua-
tor 16. The speed control actuator 16 is, of itself, conventional
in the art and is adapted to either limit and/or otherwise
control the actual speed of the vehicle in accordance with a
predetermined speed, as will also be explained below. The
speed control actuator 16 may be of any desired nature includ-
ing, but not limited to, throttle actuators and brake actuators,
as well as any combination thereof.

FIGS. 2A and 2B are flow charts that illustrate a first
embodiment of a method of operating the vehicle speed lim-
iting and/or controlling system 10 illustrated in FIG. 1. FIG.
2A illustrates a first portion (indicated generally at 20) of that
method, wherein the manner of determining a predetermined
maximum speed of the vehicle is described. FIG. 2B illus-
trates a second portion (indicated generally at 30) of that
method, wherein the manner of operating of the system 10
illustrated in FIG. 1 is described.
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Referring now to FIG. 2A, the manner of determining a
predetermined maximum speed of the vehicle is described. In
an initial step 21 of this first portion of the method 20, the
controller 11 reads the signals from the human-machine inter-
face 12. As discussed above, the human-machine interface 12
can generate one or more signals to the controller 11 that are
representative of a predetermined maximum speed at which
the vehicle is desired to be operated. This predetermined
maximum speed (referred to herein as V) can be set by a
parent of the driver or the owner of the vehicle at any desired
magnitude using the human-machine interface 12. For
example, the predetermined maximum speed V., can be set
at 70 m.p.h.

Next, as shown in step 22 of the first portion of the method
20, the controller 11 reads the signals from the GPS receiver
13. As mentioned above, the GPS receiver 13 can generate
one or more signals to the controller 11 that are representative
of'the posted speed limit at the current location of the road on
which the vehicle is being operated. This posted speed limit
signal is referred to herein as V ;¢ and is determined by the
GPS receiver 13 in response to the signals from one or more
global positioning satellites, as discussed above.

The first portion of the method 20 next enters a decision
point 23, wherein it is determined whether the predetermined
maximum speed V, ;, is greater than or less than the posted
speed limit signal Ve If the predetermined maximum
speed V4, ., 1s greater than (or, in the illustrated embodiment,
greater than or equal to) the posted speed limit signal V 5,
then the first portion of the method 20 branches from the
decision point 23 to a step 24, wherein a calculated maximum
speed V,,, 1s set equal to the posted speed limit signal V 5.
On the other hand, if the predetermined maximum speed
V 18 less than the posted speed limit signal V 55, then the
first portion of the method 20 branches from the decision
point 23 to a step 25, wherein the calculated maximum speed
Virax 18 set equal to the predetermined maximum speed
Vg Thus, the calculated maximum speed V,,,+ is auto-
matically set to be equal to the lower of the predetermined
maximum speedV ., ,and the posted speed limit signal V 5 p.

Referring now to FIG. 2B, the manner of operating of the
system 10 illustrated in FIG. 1 is described. In an initial step
31 of this second portion of the method 30, the controller 11
reads the signals from the actual speed sensor 14. As dis-
cussed above, the actual speed sensor 14 generates one or
more signals to the controller 11 that are representative of the
actual speed of the vehicle (referred to herein as V ;).

Next, in an optional step 32 of the second portion of the
method 30, the controller 11 reads additional signals from the
human-machine interface 12. As discussed above, the human-
machine interface 12 can also generate one or more signals to
the controller 11 that are representative of a predetermined
differential speed variance from the predetermined maximum
speed (referred to herein as V pz5q). This predetermined
differential speed variance signal V ;- can be set at any
desired magnitude, such as 5 m.p.h. for example. It is con-
templated that the human-machine interface 12 can alterna-
tively generate signals to the controller 11 that are represen-
tative of more than one of the predetermined differential
speed variances. For example, the human-machine interface
12 can generate a first predetermined differential speed vari-
ance Vypzory at S m.p.h. and a second predetermined dif-
ferential speed variance V ;7o at 10 m.p.h.

Assuming that this predetermined differential speed vari-
ance signal V 4z, 15 provided, the second portion of the
method 30 next enters a decision point 33, wherein it is
determined whether the actual speed of the vehicle V., is
greater than or less than the calculated maximum speed V, ;5
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(as determined above) minus the predetermined differential
speed variance signal V- If the actual speed of the
vehicle V ., is greater than (or, in the illustrated embodi-
ment, greater than or equal to) the calculated maximum speed
V145 minus the predetermined differential speed variance
signal V ;pz 2o then the second portion of the method 30
branches from the decision point 33 to a step 34, wherein the
speed warning alarm 15 is actuated by the controller 11. Thus,
the speed warning alarm 15 is adapted to generate an indica-
tion to the driver that the actual speed of the vehicle V ., is
approaching, but not yet reaching, the calculated maximum
speed V,,, + As suggested above, multiple indications of this
can be generated if multiple predetermined differential speed
variances V pprer and Vp -0 are provided. In either
event, the driver of the vehicle can take appropriate actions
(such as releasing the accelerator pedal or depressing the
brake pedal of the vehicle) to avoid exceeding the speed
defined by the calculated maximum speed V-

Next (or if it is determined in the decision point 33 that the
actual speed of the vehicle V , ,is not greater than or equal to
the calculated maximum speed V,,,, minus the predeter-
mined differential speed variance signal V ;4. zs), the sec-
ond portion of the method 30 enters a decision point 35,
wherein it is determined whether the actual speed of the
vehicle V., is either greater than or less than the calculated
maximum speed V, ,, . [fthe actual speed of the vehicle V.-
is greater than (or, in the illustrated embodiment, greater than
or equal to) the calculated maximum speed V,, ;. then the
second portion of the method 30 branches from the decision
point 35 to a step 36, wherein the speed control actuator 16 is
actuated by the controller 11. Thus, the speed control actuator
16 is actuated to either limit and/or otherwise control the
actual speed of the vehicle V ,.,-so that it does not exceed the
calculated maximum speed V,,, 5. To accomplish this, the
speed control actuator 16 can cause appropriate actions (such
as releasing the accelerator pedal or depressing the brake
pedal of the vehicle) to avoid exceeding the speed defined by
the calculated maximum speed V,, -

Next (or if it is determined in the decision point 35 that the
actual speed of the vehicle V , .,is not greater than or equal to
the calculated maximum speed V,,, +), the second portion of
the method 30 returns to the step 21 of the first portion 20 of
the method. Thus, the method 20 is continuously repeated as
the vehicle is operated.

FIG. 3 is a flow chart of a second embodiment of a method,
indicated generally at 40, of operating the vehicle speed lim-
iting and/or controlling system 10 illustrated in FIG. 1. The
second embodiment of the method 40 is similar to the first
embodiment described above, except that the use of the GPS
signals to determine the posted speed limit signal V 5z is
omitted. Thus, when using the second embodiment of the
method 40, the GPS receiver 13 of the vehicle speed limiting
and/or controlling system 10 illustrated in FIG. 1 may be
omitted.

In an initial step 41 of the second embodiment of the
method 40, the controller 11 reads the signals from the
human-machine interface 12. As discussed above, the human-
machine interface 12 can generate one or more signals to the
controller 11 that are representative of a predetermined maxi-
mum speed at which the vehicle is desired to be operated. This
predetermined maximum speed (referred to herein as V, ;)
can be set by a parent of the driver or the owner of the vehicle
at any desired magnitude using the human-machine interface
12. For example, the predetermined maximum speed V.,
can be set at 70 m.p.h.

Next, as shown in step 42 of the second embodiment of the
method 40, the controller 11 reads the signals from the actual
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speed sensor 14. As discussed above, the actual speed sensor
14 generates one or more signals to the controller 11 that are
representative of the actual speed of the vehicle (referred to
herein as V 7).

Next, in an optional step 43 of the second embodiment of
the method 40, the controller 11 reads the signals from the
human-machine interface 12. As discussed above, the human-
machine interface 12 can also generate one or more signals to
the controller 11 that are representative of a predetermined
differential speed variance from the predetermined maximum
speed (referred to herein as V pz5q). This predetermined
differential speed variance signal V ;7 can be set at any
desired magnitude, such as 5 m.p.h. for example. It is con-
templated that the human-machine interface 12 can generate
signals to the controller 11 that are representative of more
than one of the predetermined differential speed variances.
For example, the human-machine interface 12 can generate a
first predetermined differential speed variance V ;pzzoz at 5
m.p.h. and a second predetermined differential speed vari-
ance V pppem at 10 m.p.h.

Assuming that this predetermined differential speed vari-
ance signal V .z 2o 18 provided, the second embodiment of
the method 40 next enters a decision point 44, wherein it is
determined whether the actual speed of the vehicle V., is
either greater than or less than the calculated maximum speed
V145 (as determined above) minus the predetermined differ-
ential speed variance signal V ;47 If the actual speed of
the vehicle V.- is greater than (or, in the illustrated embodi-
ment, greater than or equal to) the calculated maximum speed
V4 minus the predetermined differential speed variance
signal V ;4 =, then the second embodiment of the method
40 branches from the decision point 44 to a step 45, wherein
the speed warning alarm 15 is actuated by the controller 11.
Thus, the speed warning alarm 15 is adapted to generate an
indication to the driver that the actual speed of the vehicle
V ,cor 1s approaching the calculated maximum speed V,, -
As a result, the driver of the vehicle can take appropriate
actions (such as releasing the accelerator pedal or depressing
the brake pedal of the vehicle) to avoid exceeding the speed
defined by the calculated maximum speed V,

Next (or if it is determined in the decision point 44 that the
actual speed of the vehicle V , .-is not greater than or equal to
the calculated maximum speed V,,,, minus the predeter-
mined differential speed variance signal V ;. zs), the sec-
ond embodiment of the method 40 enters a decision point 46,
wherein it is determined whether the actual speed of the
vehicle V., is either greater than or less than the calculated
maximum speed V, ,, . [fthe actual speed of the vehicle V.
is greater than (or, in the illustrated embodiment, greater than
or equal to) the calculated maximum speed V,,,+, then the
second embodiment of the method 40 branches from the
decision point 46 to a step 47, wherein the speed control
actuator 16 is actuated by the controller 11. Thus, the speed
control actuator 16 is actuated to either limit and/or otherwise
control the actual speed of the vehicle V ,.,-so that it does not
exceed the calculated maximum speed V, ;. To accomplish
this, the speed control actuator 16 can cause appropriate
actions (such as releasing the accelerator pedal or depressing
the brake pedal of the vehicle) to avoid exceeding the speed
defined by the calculated maximum speed V,, +.

Next (or if it is determined in the decision point 46 that the
actual speed of the vehicle V ;.- is not greater than or equal to
the calculated maximum speed V,,+), the second embodi-
ment of the method 40 returns to the step 41. Thus, the method
40 is continuously repeated as the vehicle is operated.

The principle and mode of operation of this invention have
been explained and illustrated in its preferred embodiments.
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However, it must be understood that this invention may be
practiced otherwise than as specifically explained and illus-
trated without departing from its spirit or scope.

What is claimed is:

1. A system comprising:

a GPS receiver that generates a signal that is representative
of a posted speed limit where a vehicle is located at a
point in time when the vehicle is being operated;

a device that generates a signal that is representative of an
actual speed of the vehicle at the point in time; and

a controller that is responsive to the GPS receiver signal
and the actual speed signal for either (1) generating an
alarm or (2) limiting or otherwise controlling the speed
of the vehicle when the actual speed of the vehicle is
greater than the posted speed limit, wherein the system
includes either:

a device that generates a signal that is representative of a
single predetermined maximum speed for the vehicle
which the vehicle is prevented from exceeding at the
point in time, and wherein the controller (1) generates
the alarm or (2) limits or otherwise controls the speed of
the vehicle when the actual speed of the vehicle is
greater than the lesser of the posted speed limit and the
single predetermined maximum speed; or

a device that generates a signal that is representative of a
predetermined differential speed variance from the
single predetermined maximum speed, and wherein the
controller (1) generates the alarm when the actual speed
of the vehicle is greater than the posted speed limit less
the single predetermined differential speed variance and
(2) limits or otherwise controls the speed of the vehicle
when the actual speed of the vehicle is greater than the
posted speed limit.

2. The system defined in claim 1 wherein the device that
generates the actual speed signal is an actual speed sensor
provided on the vehicle.

3. The system defined in claim 1 wherein the device that
generates the actual speed signal is the GPS receiver.

4. The system defined in claim 1 wherein the device that
generates the actual speed signal is the controller.

5. The system defined in claim 1 wherein the system
includes a device that generates a signal that is representative
of a single predetermined maximum speed for the vehicle
which the vehicle is prevented from exceeding at the point in
time, and wherein the controller (1) generates the alarm or (2)
limits or otherwise controls the speed of the vehicle when the
actual speed of the vehicle is greater than the lesser of the
posted speed limit and the single predetermined maximum
speed.

6. The system defined in claim 5 wherein the device that
generates the single predetermined maximum speed signal is
a human-machine interface.

7. The system defined in claim 1 wherein the system
includes a device that generates a signal that is representative
of a predetermined differential speed variance, and wherein
the controller (1) generates the alarm when the actual speed of
the vehicle is greater than the posted speed limit less the
predetermined differential speed variance and (2) limits or
otherwise controls the speed of the vehicle when the actual
speed of the vehicle is greater than the posted speed limit.

8. The system defined in claim 7 wherein the device that
generates the predetermined differential speed variance sig-
nal is a human-machine interface.

9. The system defined in claim 1 further including (1) a
device that generates a signal that is representative of a single
predetermined maximum speed for the vehicle which the
vehicle is prevented from exceeding at the point in time, and
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(2) a device that generates a signal that is representative of a
predetermined differential speed variance, and wherein the
controller generates the alarm when the actual speed of the
vehicle is greater than the lesser of either (1) the single pre-
determined maximum speed less the predetermined differen-
tial speed variance or (2) the posted speed limit less the
predetermined differential speed variance.

10. The system defined in claim 9 wherein the controller
limits or otherwise controls the speed of the vehicle when the
actual speed of the vehicle is greater than the lesser of (1) the
single predetermined maximum speed or (2) the posted speed
limit.

11. The system defined in claim 10 wherein the device that
generates the single predetermined maximum speed signal
and the device that generates the predetermined differential
speed variance signal are a human-machine interface.

12. A system for controlling the speed of a vehicle com-
prising:

a human-machine interface that generates a selectively
adjustable signal that is representative of a single prede-
termined maximum speed for the vehicle which the
vehicle is prevented from exceeding at a point in time
when the vehicle is being operated;

a device that generates a signal that is representative of an
actual speed of the vehicle at the point in time; and

a controller that is responsive to the single predetermined
maximum speed signal and the actual speed signal for
limiting or otherwise controlling the speed of the vehicle
when the actual speed of the vehicle is greater than the
single predetermined maximum speed.

13. The system defined in claim 12 wherein the device that
generates the actual speed signal is an actual speed sensor
provided on the vehicle.

14. The system defined in claim 12 wherein the device that
generates the actual speed signal is a GPS receiver.

15. The system defined in claim 12 wherein the device that
generates the actual speed signal is the controller.

16. The system defined in claim 12 further including a
device that generates a signal that is representative of a pre-
determined differential speed variance from the single prede-
termined maximum speed, and wherein the controller (1)
generates an alarm when the actual speed of the vehicle is
greater than the single predetermined maximum speed less
the predetermined differential speed variance and (2) limits or
otherwise controls the speed of the vehicle when the actual
speed of the vehicle is greater than the single predetermined
maximum speed.

17. The system defined in claim 16 wherein the device that
generates the predetermined differential speed variance sig-
nal is a human-machine interface.

18. The system defined in claim 1 wherein the controller is
responsive to the GPS receiver signal and the actual speed
signal for either (1) generating the alarm or (2) limiting or
otherwise controlling the speed of the vehicle when the actual
speed of the vehicle is greater than or equal to the posted
speed limit.

19. A system comprising:

a GPS receiver that generates a signal that is representative
of a posted speed limit where a vehicle is located at a
point time;

a device that generates a signal that is representative of an
actual speed of the vehicle at the point in time when the
vehicle is being operated;

a human-machine interface that generates selectively
adjustable signals that are representative of both (1) a
single predetermined maximum speed for the vehicle
which the vehicle is prevented from exceeding at the
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point in time and (2) a predetermined differential speed
variance from the single predetermined maximum
speed; and

a controller that is responsive to the posted speed limit
signal, the actual speed signal, the single predetermined 5
maximum speed signal, and the selectively adjustable
predetermined differential speed variance signal for (1)
generating an alarm when the actual speed of the vehicle
is greater than the lesser of the single predetermined
maximum speed minus the predetermined differential 10
speed variance or the posted speed limit minus the pre-
determined differential speed variance, and (2) limiting
or otherwise controlling the speed of the vehicle when
the actual speed of the vehicle is greater than the lesser of
the single predetermined maximum speed or the posted 15
speed limit.



